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2. NAME OF OPERATOR ÑaÚufal ËUtt€S Üßit
Coastal Oil & Gas Corporatión s. wax.I. so.

a. ADDRESS OF OPERATOR Natu al Buttès #89
P. O. Box 749 Denver, CO 80201 io, FIELD AND FOOL, 01 WILOCAT

4. LOCATION OF WEI,I, (Report location clearly and in accordance with any State requirements.*)
i Natural Ëuttes FieldAt surface '

-

2324' FNL/828' FWL SW/NW 11..mcD.,r., on .

At proposed prod, zone Same
Section 11-T9S-R21E

14 DISTANCE IN MILES AND DIRECTION FROy NEAREST TOWN Og FORT OFFICE* 12. COUNTY OE PARISE 13, gTATE

Approximately 15 Miles SE of Ouray, Utah. Uintah tah
10. DISTANCE FROM PROPOgED* 16. NO OF ACAES IN LEASE 17. NO. OP ACRES AGSIGNEDJLOCATION TO NEREEST TO TEls WELLPROFERTY OE LEASE LI"" "· 2324 ' 800 00(Also to nearest drIg. unit line, if any) • ) 618. DigTANCE FEON PROPOSED LOCATION* 19 PEOPOSED DEPTH $Û 10TAEY OR CABLE TOOLE

TO NEAREST WELL, DRILLING, COMFLETED,
og AFFUED FOR, ON TES IMB=. Fr- 828 ' 6800 ' (Wasatch) Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. Arraox. Dars woax wrt.L sTR
4748'

. March, 1983
23

PROPOSED CASING AND CEMENTING PROGRAM

sizE OF HOLE SIZE OF CASING WEIGET PSE FOOT BETTING DEPTH QUANTITY OF DEMENT

12¼" 9-5/8" 36# 200 ' la sx
7-7 /8" 5½" 17# 6800 ' Circulate cmt to surface to

properly isolate the hydrocarbon
bearing.zones, the oil shále &
shallow ground water,

Fresh water aquifers will be protected when the long string is run and cement is
circulated back to surface. Please see the attached supplemental information:

1. Survey Plat
2. Ten-Point Program
3. BOP Schematic APPROVEDBYTHE STATE
4. Thirteen-Point Surface Use Program OF UTAH DNISFOréOF

IN &BOVE SPACE DESCRIBE TROTOBED TROGRAM', IÎ PTOSOmai it ÌO Ô¾%9ta 01 þiug back, gi?t daix 011 þres&Dt productift EOne RDd þrOposed new prOductive
zone Íf proposal as to drill or deepen directionally, give pertinent data on subsurface locations and sneasured and true vertical depths. Give blowout

y

aprog

Tryg,m ÜiStriCt Drilling Manager 11/24/82
(This space for Federal or State ofBee nee)

PERMITNO APPROV4T·DATT

APFWOVED BY TrTr.E DATE
CONDITIONS OF APPROVAL, IF ANT:

*SeeInstructionsOn Reverse



PROJECT

T 9 S , R 2/ E , S.L.B.8M. COASTAL OIL $ GAS CORP,
Wett tocotion , N.B.U. # 89, tocoted

as shown in the SWI/4NWI/4Section
II, T9S, R21E, S.L.B. SM. Uintah

N 89°52'W County , Utah.

79 96

N.N.U. # 89
Eldr. Ungroded Ground - 4748'

CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

SUPERVISION AND THAT THE SAMg ARE TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND BEL

EGISTERED LAN SURVEY
REGISTRATION NE 7
STATE OF UTAH

79 90 UmrAH ENGINEERING St I..ANo SURVEYING
NB9°50'W P 0. BOX Q --- 88 SOUTH - 200 EAST

VERNAL, UTAH - 84078

SCALE DATE
\" = 1000' 11/16/82

PARTY REFERENCES
DK JW GLO P lot

X = Section Corners Located WEAÝHER FILE
Fair
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10-POINT PROGRAM

1. Geologic name of surface formation:

UINTA

2. The estimated tops of important geologic markers:

GREEN RIVER: 1900'

WASATCH: 5175'

3. The estimated depths at which anticipated water, oil, gas are expected to
be encountered:

WASATCH - GAS -

4. The proposed easing program, including the size, grade and weight per foot
each string and whether new or used:

9-5/8" - K-55, ST&C - 36# - NEW

4 -1/2" - N-80, LT&C - 11.6# - NEW

5. The operator's minimum specifications for pressure control equipment which is to
be used, a schematic diagram thereof showing sizes, pressure ratings and testing
procedures and testing frequency:

BOTTOM 3000# BOP W/4-1/2" pipe rams
3000# BOP W/blind rams
3000# Hydril

TOP: Grant rotating head

Manifold includes appropriate valves, positive and adjustable chokes and kill
line to control abnormal pressures.

BOP's will be tested at installation and will be cycled on each trip.

6. The type and characteristics of the proposed circulating medium to be employed
for rotary drilling and the quantities and types of mud and weighting material
to be maintained:

(Continued on Page



10-POINT PROGRAM - P 2

6. Continued --

The well will be drilled with fresh water from surface to 4500' with a
weight of 8.3 to 8.7 . From 4500' to TD the well will be drilled
with fresh wtr mud with a weight from 8.7 to 10.4 . Sufficient weighting
material (barite) will be on location to increase the mud weight if abnormal pres-
sure is encountered.

7. The auxiliary equipment to be used:
a. kelly cock
b. monitoring equipment on the mud system
c. a sub on the floor with a full opening valve to be stabbed into the drill

pipe when the kelly is not in the string.

8. The testing,1ogging and coring program to be followed:
No DST's are planned
No cores are expected to be cut.

LOGS: Dual Induction_Laterolog
Compensated Neutron-Formationitensity

9. Any anticipated abnormal pressures or temperatures expected to be encountered:
No abnormal pressures or temperatures expected
No hydrogen sulfide expected

10. The anticipated starting date and duration of the operation:

March,
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Test Procedure

1) Flush 30P's and all lines to be tested with water.
2) Run test plug on test joint and seat in casing head (leave valve below.

test plug open to check for leak).
3) Test the following to rated pressure:

a) inside blowout preventer
b) lower kelly cock
c) upper kelly cock
d) stand pipe valve
e) lines to mud pump
f) kill line to BOP's

4) Close and test pipe rams to rated pressure.
5) Close and test Hydril to rated pressure.
6) Back off and leave test plug in place. Close and test blind rams to

rated pressure.
7) Test all choke manifold valves to rated pressure.
8) Test kill line valves to rated
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COASTAL OIL & GAS CORPORATION

13 Point Surface Use Plan

for

Well Location

N. B. U. tiB9

Located In

Section 11, T9S, R21E, S.L.B.& M.

Uintah County,



CDASTAL OIL & GAS CORPORATION
N.B.U. #89
Section 11, T9S, al , S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Maps "A" & "B".

To reach COASTAL ÜIL & GAS CORPORAJION, well location site N.B.U.
#89 located in the SW 1/4 NW 1/4 Section 11, T9S, R21E, S.L.B.& M.,
Uintah County, Utah:

Proceed Westerly out of Vernal, Utah along U.S. Highway 40 - 14
miles to the junction of this road and Utah State Highway 209;
proceed South along Utah State HighWay 209 - 7 miles more or less to
the junction of thïs Highway and the Utah State Highway 88; proceed
Southerly on HighWay 88 - 10 miles to Ouray, Utah; proceed along
South on a county road known as the Seep Ridge Road 0.2 miles to its
junction with the Watson Road; proceed Easterly along this road 3.6
miles to the Junction of this road and an existing road to the
Northeast; proceed Northeasterly along this road 5.1 miles to its
junction with an existing road to the Southeast; Proceed
Southeasterly along this road 3.9 miles to its junction With an
existing road to the South; proceed Southeasterly along this road 3.5
miles crossing the White River Bridge to the junction of this road
and an existing road to the Northwest: proceed Northwesterly along
this road 3.0 miles to its junction with the proposed access road (to
be discussed in Item N2).

The highways mentioned above are bituminous surfaced roads to the
junction of the Watson Maad, and the road to the Northeast and are
maintained by State road crews.

The above dooribed ecenty road is maintained by county road crews
and will require no further maintenance. The dirt gas field roads
described above are dirt surfaced road that were built out of the
native materïals of. the area which Were accumulated during their
construction. These met rials consist of 1ïght brown sandy clay
materials with sor.e poos graded gravels. These gas field roads
will be maintained- by CTASTAL DIL & GAS CORPORATION or its
sub-contractors, this maintenance will consist of some minor grader
work to smooth road grades and for snow removal.

There is no anticipated construction on any portion of the above
described roads. They will eet the necessary standards requïred to
facilitate an orderly flow of traffic during the drilling phase,
completion phase, and production phase of thïs well at such time that
productïon is established.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the existïng road described in
Item #1 in the NW 1/4 SW 1/4 Section 11, T98, R21E, S.L.B. & M., and
proceeds in a Northeasterly direction 0.2 miles to the proposed
location site.

The grade along this road will be relatively level, the maximum
grade along this road will not exceed 81. The vegetation along this
road consïsts of sagebrush and grasses with large areas devoid of an
vegetation.

Pano



COASTAL DIL & GAS CORPORATION
R.B.U. 489
Section 11, T9S, =1 , S.L.B.& M.

The proposed access road will be an 18' crown road (9' either
sïde of the centerline) Wïth drain ditches along either side of the
proposed road where it is determined necessary in order to handle any
run-off from normal meteorological conditions that are prevalent to
this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1
slopes and terraced.

The road will be centerline flagged prior to the commencement of
construction. Thïs road wïll be constructed out of the native
materials which will be accumulated during its construction.

It is not anticipated at thïs time that there will be any
turnouts required along thïs road, however, if at the time of the
onsite inspection, it is determined that it is necessary, then it
wïll be constructed according to the specifications for turnout
installation in the Oil & Gas Surface Operation Manual.

It is antïcipated that there may be one culvert required along
this road as it crosses one drainage of some consequence. This
culvert will be placed according to specification for culvert
placement found in the Oil and Gas Surface Operations Manual.

There are no fences encountered along this access road, there
will be no gates or cattleguards requireda

3. EXISTING WELLS

There are approxïmately 5 existïng roducing gas wells within a
one mile radius of this location sitic ,See Topographic Map "B" for
the location of these wells relative to the proposed.location sïte.

There are no water wells, abandoned wells, temporarily abandoned
wells, dïsposal wells, dril1ïng mells, shut-ïn wells, injection
wells, monitoring or observation wells for other resources located
within a one-mile radius of this locätion site.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

At the present time there are no known existing facilïties
belonging to COFiBTAL OIL & GAS CORPORATION withïn a one-mïle radius
of this locatïon site.

In the event that productïon is established at this location the
production will be contained within the location site until a gas
line can be run from thïs location to existing lines in the area.
The exact location of this line is not known at this tïme. Detailed
plans for this line will be submitted to the appropriate agencies
before construction begins, showing the approximate final location of
the facilities.

Page



CDASTAL OIL & GAS CORPORATION
Ñ.B.U. #89
Section 11, TPS, 21E, S.L.B.& M.

All areas used to contain these production facïlities will be
buïlt out of the natïve materials accumulated during theïr
construction. These facïlities will be constructed using graders,
bulldozers, and workman creWS to construct and place the proposed
facïlities.

The proposed gas flow line will be an 18' right-of-way.

If there is any devästion .from the above, all appropriate
agencïes will be notified.

5. LOCATION AND TYPE OF WATER SUPPLY

Water to be used for the drilling and production of this well
will be hauled by truck from the White River at a point in the SW 1/4
NW 1/4 Section 4, TPS, R20E, S.L.B. & M. 20.8+ miles over the roads
descrïbed in Items 41 and 42.

In the event the above source cannot be improvised other
arrangements will be made and all concerned agencies will be
notified. All permits and necessary requirements will be strictly
adhered to.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction materïal for thïs location site and access road
shall be borrow material accumulated during construction of the
locatïon sïte and access road. No additional road gravels or pit
lïning material from other sources are anticipated at this time, but
ïf they are required, the appropriate actions will be taken to
acquire them from private sources.

The natïve materials that Will be used ïn the construction of
this locatïon site and access road wïll consist of a sandy-clay soil
and sandstone and shale materials gathered in actual construction of
the road and location.

7. METHODS OF HANDLING WASTE DISPOSAL

See Locatïon Layout Sheet.

A reserve pit shall be constructed.

The reserve pït Will be 8' deep and at least half of the depth of
the reserve pit shall be below the existing ground surface.

One-half of the reserve pit will be used as a fresh water storage
area durïng the drilling of this well and the other one half wïll be
used to store non-flammable material such as cuttings, salts,
drillïng fluids, chemicals, produced fluids, etc.

Page



COASTAL ÜÏL & GAS CÜRPORATION
N.B.U. #89
Sec.tion 11, T9S, 21E, S.L.B.& M.

If deemed necessary by the agencies concerned, to prevent
contamïnation to surrounding areas, the reserve pit will be lined
with a gel.

The pits will have wire and overhead flagging installed at such
time as deemed necessary to protect the water fowl, wïldlife, and
domestic animals.

At the onset of drilling, the reserve pït will be fenced on three
sides and at the time the drilling activities are completed, it wïll-
be fenced on the fourth side and allowed to dry completely prïor to
the time that backfilling and reclamation activities are attempted.

When the reserve pit drïes and the reclamation activïties
commence, the pits wïll be covered With a minimum of four feet of
soil and all requirements of Item #10 will be followed.

A portable trash basket will be placed on the location site and
all trash will be hauled to the nearest Sanitary Landfill.

A portable chemical toïlet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facil±ties planned for at the present time
and none foreseen in the near future.

9. WELL SITE LAYOUT

See attached location layout sheet.

The B.I.R Representative shall be notified before any
construction begins on the proposed location site and road.

As mentionoci in Item 47, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materïals are .ioo porous and would cause contamination to the
surrounding area; then the pits will be lined with a gel and any
other type of material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a
neat and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall
be stripped and stockpiled. (See location layout sheet and Item
#9). When all drilling and production activities have been
completed, the location site and access road will be reshaped to the
orïginal contour and stockpïled topsoil spread over the disturb.ed
area.
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COASTAL DIL & GAS CORPORATION
N.B.U. #89
Section 11, T9S, :21 , S.L.B.& M.

Any drainages re-routed during the construction activities shall
be restored to their original line of flow as near as possïble.
Fences around pits are to be removed upon completion of drïlling
activities and all waste beïng contained in the trash basket shall be
hauled to the nearest sanitary landfill.

Restoration activities shall begin within 90 days after
completion of the well. Once Restoration activities have begun, they
shall be completed Within 30 days.

When restoration activïties have been completed, the location
site and access ramp shall be reseeded with a seed mixture
recommended by the B.I.A. Representative when the moisture content
of the soil is adequate for germination. The Lessee further
covenants and agrees that all of saïd clean-up and restoration
activities shall be done and performed in a diligent and most
workmanlike manner and ïn strict conformity with the above mentioned
Items W7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A")

The area is a large basin formed by the Uinta Mountains to the
North and the Book Cliff Mountains to the South. The White River ïs
located approximately 1.0 miles to the North of the location site.

The majority of the washes and streams in the area are
non-perennïal in nature with the only ones in the area having a year
round flow being the White River and Green River to the North and
Willow Creek to the West, of which the numerous washes, draws and
non-perennial streams are tributaries to.

The majority of the surrounding drainages are of a non-perennïal
nature with normal flow lïmited to the early spring and extremely
rare heavy thunderstorms, or rainstorms of high intensity that lasts
over an extended period of time and are extremely rare in nature as
the normal annual precipitation is only 8".

All drainages in the immediate area are non-perennial streams and
flow to the North and are trïbutaries to the White River.

The soils of this semi-arid area are of the Uinta Formation and
Duchesne River Formation (the Fluvial Sandstone and Mudstone) from
the Eocene Epoch and Guaternary Epoch (gravels surfaces) and the
visible geologic structure consists of light broWnish-gray clays (OL)
to sandy soïls (SM-ML) with poor gravels and shales with outcrops of
rock (sandstone, mudstone, conglomerates and shales).

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid region we are located in and in the lower
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CDASTAL DIL & GAS CORPORATION
N'.B.U. 489
Section 11, T9S, 21 , S.L.B.& M.

elevations of the Uintah Basin. It consists of, as primary flora
areas of sagebrush, rabbitbrush, some grasses, and cacti and large
areas of bare soils devoid of any growth in the areas away from and
in the vicinity of non-perennial streams and along the areas that are
formed along the edges of perennial streams. cottonWood, willows,
tamarack sagebrush, rabbitbrush, grasses and cacti can be found.

The fauna of the area is sparse and consists predominantly of the
mule deer, coyotes, pronghorn antelope, rabbits, and varieties of
small ground squirrels and other types of rodents, and varïous
reptiles common to this area.

The birds of the area are raptors, finches, ground sparrows,
magpies, crows, and jays.

The area is used by man for the primary purpose of grazing
domestic 1ïvestock.

The Topography of the Immediate Area - (See Topographic Map "B").

N.B.U. 489 is located on a relatively flat area approximately 1.0
mïle South of the White River.

The geologic structure of-the location is of the Uinta Formatïon
and consists of light brownish-gray clay (SP-PL) with some sandstone
outcrops.

The ground slopes through-this location site from the NorthWest

through the site to the Southeast at approximately a 3.9% grade.

The location is covered teit some sagebrush and grasses.

The total surface ownersMp affected by this location is
administered by the B.I.A..

There are no occupied dwellings or other facilities of this
nature in the gen.eral area.

There are no visïble archaeological, historical, or cultural
sites within any reasonable proximity of the proposed location site.
(See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTOTIVE

COASTAL ÜIL & GAS CORPORATION
P.O. Box 749
Denver, CO. 80201

1-303-572-1121
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CDASTAL OIL & GAS CORPORATION

c n , T98, 1E o.L.B.& M.

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision
have inspected the proposed drill site and access route; that I am
famïliar With the conditïons which presently exist; that the
statements made in this plan are to the best of my knowledge true and
correct; and that the work associated with the operation proposed
herein will be performed by COASTAL DIL & GAS CORPORATION and its
contractors and sub-contractors in conformity with this plan and the
terms and conditions under which it is approved.

11/24/82

Date H. E.Aab
District Drilling Manager

Page
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OPERATOR DATE / 2-

WELLNAME

SEC SUA T ff R .2 & COUNIY Áí

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

MAP

PROCESSINGCOMMENTS:

APPROVALLETTER:

SPACING: A-3 f47pg Økf¾ c-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILE WELL NAMEANDLOCATIONON APD AGAINST SAMEDATAON PLAT MAP.

AUTHENTICATELEASE ANDOPERATORINFORMATION

VERIFY ADEQUATEANDPROPERBONDINGÑ¾

AUTHENTICATEIF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACING CONSIDERATION

ORDER

UNIT 4fg7g/Ë /& pg 3

c-3-b

c-3-c

OUTSTANDINGOR OVERDUEREPORTS FOR OTHERWRI.I R OF THE OPERATOR.
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December 7 1982

Coastal Oil 4 Gas
.
Coproration

P. O. Bok 749
Denver, Colorado 80201

RE: Well No. Natural Buttes Unit #89
SWNWSec. 11, T.9S, R.21E
Uittah County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to gas
well is hereby granted in accordance with Section 40-6-11, Utah Code Annotated 1953;
and predicated on Rule AL3, General Rules and Regulations and Rules of Practice and
Procedure.

Should you.determine that it will be necessary to p1dg and abandon this well,ýou are hereby requested to immediately notify the following:

RONALDJ. FIRTH - Engineer CLEONB. PEIGHT - Director
Officei 533-5771 OR Office: $33-5771
Home: 571-6068 Home: 46ès4455

Enclosed pinase find Form OGC-82X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Fürther, it is requested that this Division be notified within 24 hours after
d¾illing operations commence, and that the drilling contractor and rig number be
identified.

The API number assigned to this well is 43-047-31292.

Sincerely,

Norman C. Stout
Administrative Assistant

NCS/as
cc: MMS



Ferrq 4--331. Ferrn Approved.
Dag 573 udget Bureau No. 42-83424

UNITED STAT 5. LEASE
DEPARTMENTOF THE INTERIOR U-0141315

GEOLOGICALSURVEY 6. IF INDIAN,ALLOTTEE.ORTRIBENAME
Ute Tribe Surface

SUNDRYNOTICES AND REPORTS ON WELLS 2·NaUNTAaGRE N E
(De not use this form for proposats to drut er te deepen er plug back te a different
reserv•ir.use Form s-ast-c for such pr.posaw 8. FARMOR LEASENAME

Natural Buttes Unit .1. oil gas m
well well lA1 other 9.. WELLNO.

.

2. NAMEOF OPERATOR Natural 3utãës Unit #89
.

Coastal Oil & Gas Corporation 10. FIELDOR WILDCATNAME_,

3. ADDRESSOF OPERATOR Natural Buttes.°F-ield

P.O. Box 749, Denver, CO 80201 11. SEC., T, R., (OR BLK.ANDSURVEYOR
4. LOCATION OF WELL (REPORT LOCATIONCLEARLY.See. space 17 ARM . -

Section 11-T9S-g21E
AT SURFACE: 2324' FNL/828' FWL SW NW 12. COUNTYOR PARISH 13. SÝATE
AT TOP PROD. INTERVAg See Uintah ¾tah
AT TOTALDEPTH: Saarle

14. API NO.
16. CHECK APPROPRIATEBOX TO INDICATENATUREOF NOTicE, 43-047-31292

R£PORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)

RE ESAT R APPR40VALT SUBSEQUOENT\¾EPOWO

FRACTURETREAT 0 O
SHOOT OR ACIDIZE
REPAIR WELL O O JANO8 gg a .n. .<..,aa,.. .....u.......
PULLOR ALTER'CASING O 0- 1 a......an....noa
MULTIPLECOMPLETE O O -

CHANGEZONES DIVISIONOF
o r N"roposed Gas W 11 Production Booku¶ MS &ASINING
17. DESCRIBEPROPOSED OR COMPLETED OPERATIONS(Clearty state all pertinent details, and give pertinent d_ates,
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Statement for permit to lay flow line, to be included with application for
Drilling Permit:

Upon approval of all concerned regulatory agencies, CIG proposes to
install a surface flow line from NBU 89 in a (or an) northwesterly
direction through the NW/4 of Section 11 connecting to Line F132-4" in the
NW/4 of Section 11, all in 98-21E. The line will be approximately 800'
long, as shown on the attached sketches.

Pipe will be 4-1/2" 0.D. x .237" W.T., Grade X-42 EW. It will be
butt-welded in place, using portable electric welding machines, and will
be laid aboveground except where burial is necessary for road crossing,
ditches, or other obstructions. Magnesium anodes will be installed at the
dehydrator, meter setting, road crossings, underground piping at stream
crossings, and at producer's separator for corrosion protection.

CIG will connect to producer's separator and install dehydration and
metering facilities within 100' of the connection.

Some damage will be incurred by trucks transporting pipe and welding
equipment over the pipeline route, but surface disturbance will be held to
a
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Coastal Oil & Gas Corporation

Cari Furse
Page Two
May 4, 1983

All the locations listed below have been planned to be drilled in 1983.
If they expire, we understand we must submit a new APD to be approved.

NBU #90
NE NW Section 28-T9S-R21E
Uintah County, Utah
Federal Lease

NBU #89
SW NW Section 11-T9S-R21E
Uintah County, Utah
Ute Tribal Surface

NBU #91
NE SW Section 22-T10S-R21E
Uintah County, UT
Federal Lease

NBU #95
NE SW Section 10-T10S-R21E
Uintah County, Utah
Federal Lease

NBU #96
SW NW Section 11-T10S-R22E
Uintah County, Utah
State Lease

NBU #92
NW NW Section 34-T9S-R21E
Uintah County, Utah
State Lease

NBU #93
SW SE Section 33-T9S-R22E
Uintah County, Utah
Federal Lease

NBU #94
NE NW Section 10-T10S-R21E
Uintah County, Utah
Federal





PROJECT

T 9 S , R 2/ E , S.L.B.8M. COASTAL OIL & GA$ CORP.
Well location , NB.U. # 89, located

as shown in the SWl/4NWI/4 Section
II,T9S, R21E, S.L.B.SM. Uintah

N 89°52'W County , Utah.

79. 96

N.B.U. # 89
828' Elev. Ungraded Ground - 4748'
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O THIS 15 TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM
Fl£LO NOTES OF ACTUAL SURVEts MADE SY ME OR UNDER MY
SUPERVISION AND TNAT THE SAME ARE TRUE AND CORRECT TO THE
BEST Of MY KNOWLEDGE ANO BELIEF

REGISTERED LAN SURVEYO
REGISTRATION N9 3|37 '
STATE OF UTAH

79. so UINTAH ENGlNEERING Br LAND SURVEYING
N89°50'W P 0. BOX Q - 85 80UTH - 200 EAST

VERNAL, UTAH - 84078
9 SCALE DATE

. I" = 1000' 11/16/82
PARTY REFERENCES

DK JW GLO P lot
X = Section Corners Located

WEATHER FILE
Fair
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Coastal Oil and Gas Corporation
Well # 89
Section 11, T. 9 S., R. 21 E.
Uintah County, Utah
Natural Buttes Unit
Lease U-0141315

Supplemental Stipulations

1. Operator employees, including subcontractors, will not carry fire-
arms or other weapons that may be used to kill game animals.

2. Operator employees, including subcontractors, will be confined to
established roads and well sites. The purpose of this is to prevent
soil erosion, and to prevent harassment of game animals or livestock
with off-road vehicles such as snowmobiles, motorcycles, 4-wheel drives,
etc.

3. Operator employees, including subcontractors, will not gather fire
wood along roads constructed by operators. It is the policy of the
Ute Indian Tribe and the Bureau of Indian Affairs to require wood permits
from the Forestry Section of B.I.A. for both Indians and non-Indians
harvesting wood from the Uintah and Ouray Reservation.

4. Abandoned well sites, roads, or other disturbed areas will be re-
stored to near their original condition. This procedure will include:
(a) stockpiling the top soil, (b) establishing original ground contour,
(c) re-establishing irrigation systems where applicable, (d) re-establish-
ing top soil to the ground surface on disturbed areas, (e) re-establishing
soil conditions in irrigated fields in such a way as to insure cultivation
and harvesting of crops and (f) insuring revegetation of the disturbed
areas to the specifications of the Ute Indian Tribe or the B.I.A. at
the time of abandonment.

5. Production water will be disposed of at approved disposal pits or
injection wells. The injection well or disposal pit used will be identi-
fied by legal description.

6. All roads constructed by operators on the Uintah and Ouray Indian
Reservation will have appropriate signs. Signs will be neat and of
sound construction. They will state: (a) that the land is owned by
the Ute Indian Tribe, (b) the name of the operator, (c) that firearms
are prohibited to all non-Ute Tribal members, (d) that permits must
be obtained from the B.I.A. before cutting firewood or other timber
products and (e) only authorized personnel permitted.

7. It is the policy of the B.I.A. and the Ute Indian Tribe to make
right-of-ways available, without cost, to operators when both mineral
rights and surface rights are owned by the Ute Indian Tribe. If the
surface rights are owned by the Ute Indian Tribe and mineral rights
are owned by another entity, the right-of-way will be approved and charges
will be assessed for damages prior to the time the operator begins any
construction activities. If the surface is owned by another entity and
the mineral rights are owned by the Ute Indian Tribe, right-of-ways must
be cleared with the other
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8. If water or fill materials are needed in constructing roads, well
sites, or are used in the drilling process, proper permits are needed.
Information for permits will include: (a) the approximate amount of
water or materials needed, (b) location and ownership of the water rights
or materials to be used and (c) the approximate amount of time the water
or materials will be used.

9. When soils are disturbed and natural vegetation destroyed, it is
a natural process for annual weeds to invade the site. Often noxious
weeds will grow, especially along roadways where seeds can be carried
from place to place in dust and mud collecting on motorized vehicles.
The operator will submit a plan for controlling noxious weeds along
right-of-ways for roads, pipelines, well sites or other applicable
facilities. A list of noxious weeds can be obtained from the appropriate
county.

10. Candy wrappers, beverage cans, construction materials, etc., will
not be littered along roadways or other sites. The operator will
initiate a procedure to keep the sites free from litter, and keep them
groomed in a neat and professional condition.

11. A bench mark will be established near each well site in a location
where it will not be destroyed. The bench mark will be set in concrete
with a brass cap. The brass cap will show the well number and elevation
to the nearest one-tenth of a foot. The cuts/fills for the well site
will also show elevations in relation to the bench mark.

12. Obtain right-of-ways and permit from the BIA and Ute Tribe.

13. Topsoil will be moved to the NW corner of the location to insure
rehabilitation.

14. Excess mater,ial will be bermed on the East edge to divert a small
drainage away from location.

15. Pipeline will follow the access road west to a main transmission
line.

16. Water permit will be obtained from the Tribe for water use.

17. Production facilities will be placed on the West edge of the
location to insure rehabilitation efforts.

18. Adequate and sufficient electric/radioactive logs will be run to
locate and identify the prime oil shale horizons and gilsonite in the
Green River formation. Casing and cementing programs will be adjusted
to eliminate any potential influence of the well bore or productive hydro-
carbon zones on the oil shale and gilsonite resources. Surface casing
program may require adjustment for protection of fresh water



STATEOF UTAH scottM. Matheson, Governor
NATURALRESOURCES Temple A. Reynolds, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D.. Division Director

4241 State Office Building •Salt Lake City. UT84114•801-533-5771

May 30, 1984

Coastal Oil and Gas Corporation
P.0, Box 749
Denver, Colorado 80201-0749

RE: Well No. N.B.U. #89
API #43-047-31292
Sec. 11, T. 9S., R. 21E.
Uintah County, Utah

Gentlemen:

Approval of Application for Permit to Drill the above referenced well
is rescinded without prejudice as of the above date in concert with action
taken by the Branch of Fluid Minerals.

If you intend to drill this location at a future date, a new application
for permit to drill may be submitted for State approval.

Sincerely,

hn R. Baza
Chief Petroleum Engineer

JRB/cj

cc: Dianne R. Nielson, DOGM
Ronald J. Firth, DOGM

vPÍ1e

on equal opportunity employer • pleose recycle
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